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CHEMICAL. PRODUCT AND COMPANY IDENTIFICATION
Product Name: B “Leater” Penetrating Catalyst 16-PB
MANUFACTURER:
William F. Westley Company
9345 Midwest Avenue, Suite #D
Garfield Atd. OR 44135

24 HR, EMERGENCY TELEPHONE NUMBERS:
Emergency Phone:
(215)587-0011
Misc. Phone
(800)853-6605
	2.
	COMPOSITION/INFORMATION ON
Hazardous Components
Butyl Cellosolve

Terxitol

Isoprophyl Alcohol

Xylol-Xylene


	INGREDIENTS
	wt
	.%
	

	
	
	
	1.1
	1.1

3.1

6.8
	


3.      HAZARDS IDENTIFICATION
Routes of Entry:  Inhalation:  Yes  Skin:  No  Ingestion:

Health Hazards  (Acute and Chronic):  Refer to attached supplement sheet on hazardous components and percentages.

Carcinogeniciy:  NA  MTP:  NA   IARC Monographs: NA  OSHA Regulated:  NA

Signs and symptoms of exposure:  Refer to attached supplement sheet on hazardous components and percentages.

Medical Conditions Generally Aggravated by Exposures:  Refer to attached supplement sheet on hazardous components and percentages.

4.
FIRST AID MEASURES
Emergency and First Aid Procedures:

EYES: Mucous Membrane Contact:  Wash with plenty of water.
SKIN CONTACT:  Wash with soap and water an emulient cream is beneficial.
INHALATION: Provide with fresh air and rest.  Call Physician if necessary.
5.      FIRE FIGHTING MEASURES

Flashpoint and Method:  140 Deg. Open Cup  180 Degrees.  Closed Cup
Flammable Limits:  Not Determined

Extinguishing Media:  (1) Mechanical Foam, (2) Dry Chemical (3) Water Fog, (4) CO2

Special Fire Fighting Procedures:  Wear self-contained breathing apparatus.
6.      Environmental Release Measures
Steps to be taken in case material is released or spilled.  Avoid open flames.  Provide adequate ventilation collect and dispose of all spilled liquid.  
7.     HANDLING AND STORAGE
Precautions to be taken in handling and storing:  Store away from extreme heat and open flame.

Other Precautions:  None.  
8.  EXPOSURE CONTROLS/PERSONAL PROTECTION
PERSONAL PROTECTION
EYES PROTECTION:  Safety Glasses.
SKIN:
Excessive contact should be avoided, Neoprene gloves and aprons will provide adequate pro​tection when contact cannot be avoided.
RESPIRATORY PROTECTION: (Specify Type)
IN inadequate ventilated area, use self-contained breathing apparatus.

VENTILATION:

Local exhaust:  to a fire safe area

Mechanical.  (General)
Special:

Other:
PROTECTIVE Gloves:  Not Required.
WORK HYGIENIC PRACTICES: Avoid Eye Contact,
OTHER PROTECTIVE CLOTHING OR EQUIPMENT:  Avoid eye contact.
9.      PHYSICAL AND CHEMICAL PROPERTIES
Boiling Point:  440 degrees
Vapor Pressure (mm Hg):  0.06
Vapor Density: (air=1)  3.4
Solubility in Water:  35% Emulsive
Appearance and Color:  Orange clear color odor:  Pungent  pH:6.5

Specific Gravity (H2O=1)  0.910
Melting Point:  NA
Evaporation Rate:  (Butyl Acetate=1)  Butly Acetate 0.04%
10.
Stability and Reactivity


Stability: Stable


Conditions to Avoid:  None currently known

Hazardous Polymerization:  Will not occur

11.
Toxicological Information


Not Available

12.
Ecological Information


Not Available

13.
Disposal Considerations


Waste Disposal Method:  Collect and dispose of the same as oil or aliphatic solvents.

14.
Transport Information


Not Available.

15.
Regulatory Information


Not Available.

16.
Other Information.


Not Available.

